
Warning Caution when handling the frames. Install with qualified technician or trained
personnel only.
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Installation Guide (For TRU-6045 to TRU-100075)

TRU Series Truss System With Modular Joint Frame

STEP 1

We accept no liability whatsoever for any losses due to improper installation, operation, or any unauthorized alternation at the point of installation.
All trademarks contained in this installation guide are the property of their respective owners.

Important Notes:

Take one of the square truss and place it on the floor.



STEP 2
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Join the base plate to the square truss by using the fast connection set.

If there is extension square truss to be used, join it in between the 1st square truss and the
base plate using the below accessories.

+

+



STEP 5
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STEP 6

Place and join a ladder truss 90 degree in between the 1st and 2nd square truss.

Join another ladder truss in between the 1st and 2nd square truss near the base plate.
This form the lower horizontal support.

+

STEP 3 Repeat to build another square truss follow the same procedures as described in step 2.

STEP 4 Prepare a ladder truss to be used for the upper horizontal support.



STEP 7
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STEP 8

Lift up the assembled truss system and stand it vertically.
Support the truss structure vertically by joining a front vertical support truss at the left.
(Note: This front vertical support truss may vary in look)

Repeat step 7 to complete using all the vertical support truss at the rear-left, front-right
and rear-right position.

STEP 9 Prepare the bungee string as shown.



STEP 10

We accept no liability whatsoever for any losses due to improper installation, operation, or any unauthorized alternation at the point of installation.
All trademarks contained in this installation guide are the property of their respective owners.

Important Notes:

End
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STEP 11

Carefully take out the screen from the package box. Hang up the screen using the bungee strings.
It is advisable to get more help to secure the four corners of the screen first.

Continue securing the screen vertically and horizontally by using all the bungee strings as shown.


